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•  EASY AND VARIABLE FIXATION FROM
MOUNTING PLATES BY MEANS OF A QUICK
RELEASE.

•  CUSTOMIZABLE WITH OPTIONS

•  MAXIMUM WEIGHT - 1,100 LBS

•  ELECTRIC OR BAT TERY OPERATED OPTIONS

•  ERGONOMIC DESIGN

AMTE 300
E L E C T R I C  A S S E M B LY
TA B L E S

#031003.US

ELECTRIC
ASSEMBLY TABLE •  MOUNTING TABLE CAN BE ADJUSTED 

CONTINUOUSLY FROM VERTICAL TO 
HORIZONTAL POSITION

•  HIGH QUALITY FOR PANEL ASSEMBLY
 IDEAL FOR THE MOUNTING OF
 COMPONENTS AND THE WIRING OF
 CONTROL PANELS

•  MADE IN THE USA
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A S S E M B LY  TA B L E S

TABLE
FEATURES

Product Number

Simple, variable fixing of 
mounting panels using 

quick action clamp

Intelligent release system 
enables unrestricted 

processing of the entire 
mounting panel

Infinitely variable 
adjustment from vertical 

to horizontal

Infinitely variable height 
adjustment

Electric Motor

Battery Operated Motor

Adjustable angle of 
inclination

Working height

Leveling Pad Base

Max. size mounting 
panels (W x H)

Max. size with table 
extensions  (W x H)

Maximum  useful load

Space requirement

Weight

Scope of delivery

AMTE 300

031003.US

√

√

√

√

0-70º

Fixed: 35.5”

√

44” x 69.5”
(1117mm x 1765mm)

74.5” x 69.5”
(1892xmm x 1765mm)

1,100 lbs (500 kg)

55” x 47”

360 lbs (163 kg)

Unassembled,
Battery operated 

table (x1), 1-axis tilt, 
Leveling pad base (x1), 

Standard clamping 
units (x4), battery 
operated actuator 

(x1), Controller 
keypad, battery (x1), & 

Shipping crate (x1)

AMTE 500

031005.US

√

√

√

√

√

0-70º

Variable: 31.5” x 43”

44” x 69.5”
(1117mm x 1765mm)

74.5” x 69.5”
(1892xmm x 1765mm)

1,100 lbs (500 kg)

55” x 47”

430 lbs (195 kg)

Assembled, 
Battery operated table 
(x1), 2-axis tilt, caster 

wheels (2 locking, 
2 non-locking), 

Standard clamping 
units (x4), battery 
operated actuator 

(x1), Controller 
keypad, battery (x1), & 

Shipping crate (x1)

AMTE 300

031003.BL

√

√

√

√

0-70º

Fixed: 35.5”

√

44” x 69.5”
(1117mm x 1765mm)

74.5” x 69.5”
(1892xmm x 1765mm)

1,100 lbs (500 kg)

55” x 47”

360 lbs (163 kg)

Unassembled,
Electric table (x1), 
1-axis tilt, Leveling 

pad base (x1), 
Standard clamping 
units (x4), actuator 

(x1), Controller 
keypad, & Shipping 

crate (x1)

AMTE 500

031005.BL

√

√

√

√

√

0-70º

Variable: 31.5” x 43”

44” x 69.5”
(1117mm x 1765mm)

74.5” x 69.5”
(1892xmm x 1765mm)

1,100 lbs (500 kg)

55” x 47”

430 lbs (195 kg)

Assembled,
Electric table (x1), 
2-axis tilt, caster 

wheels (2 locking, 
2 non-locking), 

Standard clamping 
units (x4), actuator 

(x1), Controller 
keypad, & Shipping 

crate (x1)


